Republic of the Philippines
PROVINCE OF PAMPANGA

Provincial Capitol, City of San Fernando, Pampanga

BIDS AND AWARDS COMMITTEE

BAGONG PILIPINAS

BID:BULLETIN:2025-01]

e
P.R. #25-4037- Supply and delivery of Various Confirmatory Test Kits

This Bid Bulletin No. 01 is issued to modify or amend items in Bid Documents.
This shall form an integral part of the Bid Documents, to wit:

Particulars
Section III Please see attached Revised Bid Data Sheet >
BID DATA
SHEET

For your guidance and information of all concerned.

15 October 2025

FRANCISV. LOG
BAC Chair \e




e

Bid Data Sheet

Revised

ITB
Clanse

5.3

For this purpose, contracts similar to the Project shall be:

a. “MEDICAL SUPPLIES”

b. Completed within three (3) years prior to the deadline for the submission
and receipt of hids.

“Subcontracting is not Allowed”

13.2(a)

The Bid prices for Goods supplied shall be quoted in Philippine Peso

14.1

The bid security shall be in the form of a Bid Securing Declaration, or any of the
following forms:

1. Php 59,924.00 2% of ABC, if bid security is in cash, cashier's/manager’s check|
bank draft/guarantee or irrevocable letter of credit;

2. Php 149,810.00 5% of ABC, if bid security is in Surety bond; or

Any combination of the foregoing proportionate to the share of form with respect to
total amount of security

15

Each Bidder shall submit One (1) Copy of the Technical and Financial components of]
its bid. The two components shall be placed into separate envelope forming the Two
(2) Envelopes which shall be marked as follows:

First Envelope ~ Technical Components
Second Envelope - Financial Components

The Two Envelopes shall be enclosed in a single envelope referred to as the “Mother]
Envelope” which shall be marked as follows:

ENVELOPE MARKING (MOTHER ENVELOPE)
Name and Address of Bidder

The Chalrperson

Blds and Awards Commiitee
Provincial Governrpent of Pampanga
Capitol Compound, CSFP

Name of Project
Contract ID

DQ NOT OPEN BEFORE: [Insert date & Hime of opening of bids]

All envelopes should be properly sealed, signed and labelled.

19.3

Partial bid is not allowed, The goods are grouped in a single lot and the lot shall not
be divided into sub-lots for the purpose of bidding, evaluation, and contract award.

20

The bidder with the Lowest Calculated Bid shall submit ALL of the following post]
qualification requirements:

1. Copy of the following valid and current Eligibility and Financial Dacuments listed in

PhilGEPS Certificate of Registration (Platinum Membership), as follows:
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aj Registration Certificate issued by Security and Exchange Commission|
(SEC) or Department of Trade and Industry (DTI);

b) Mayor’s Permit or its equivalent document:

c) Tax Clearance; and

d) Latest Audited Financial Statement;

2. License to Operate as Medical Device Manufacturer/Trader/Distributor issued by
FDA.

21

No further instruction.
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Repubtic of the Philippines
PROVINCE OF PAMPANGA

Provincial Capitol, City of San Fernando, Pampanga

BIDS AND AWARDS COMMITTEE

L S

BAGONG PILIPINAS

BID BULLETIN 2025-01

/
P.R. # 25-3633- Procurement of 1 lot Security Services

This Bid Bulletin No. 01 is issued to modify or amend items in Bid Documents. This shall
form an integral part of the Bid Documents, to wit:

Particulars From To
Schedule of Please see attached Revised Schedule of Requirements '
Requirements
Technical Please see attached Revised Technicai Specifications ¢
Specifications

For your guidance and information of all concerned.

15 Qctober 2025.

FRANCIS\V. SLOG
BAC-Chairmgn 3w




SCHEDULE OF REQUIREMENT

Revised
ITEM Item . .
NO. Description Quantity Delivery Date
Procurement of 1 LOT 1 lot Contract Duration
SECURITY SERVICES (Please refer to Section Will be 101" 12
VII. Technical months. Services shall
Specifications ferthe | commence after five
quantity ofitems) | r53days upon receipt
of the Notice to
Proceed (NTP).

Additional Requirement/Condition:

1.

2

3.

The Service Provider assures likewise, round the clock strict superintendence to all its Security Guards
posted to the Provincial Government of Pampanga;

Discipline, Administration and Operation of the Security Guards shall conform with the Rules &
Regulations of the Republic Act No. 5487, otherwise known as the “Private Security Agency Act”, the rules
and regulations of the PADPAO and other Presidential Decrees, laws and orders;

The Service Provider shall pay taxes in full and on time and that failure to do so will entitle the Provincial
Government of Pampanga to suspend the final settlement of any goods or services delivered;

4. The Service Provider hereby warrants that all guards assigned to render security services to the Provincial

6.

Government of Pampanga are its own employees and that no-principal agency relationship or employer-
employee relationship exist between the Provincial Government of Pampanga and the Service Provider or
between the and the Provincial Government of Pampanga Security Guards. The Provincial Government of
Pampanga shall not be responsible for any claims of personal injury or damages, including death, caused
to the Guard, or to any third person where such injury or death arise during the Guard'’s period of duty. It
is expressly agreed and understood that premium payments/claims under the provisions of the Social
Security Act, PhilHealth and HDMF/Pag-Ibig Fund shall be for the account of the Service Provider;

. The Service Provider shall have command, supervision and control of the security guards with the best

interest of the Provincial Government of Pampanga in mind. Provincial Government of Pampanga,
however shall have the right to give instructions, directions, and others to the security guards to ensure
the proper enforcement of its rules, regulations and policies, in accordance with its service standard;
provided that such instructions, directions and orders are not contrary to the law. The exercise by the
Provincial Government of Pampanga of the said right, shall not in any way affect the independent
contractor relationships between the Provincial Government of Pampanga and the Service Provider, as
herein provided;

The Service Provider shall assume responsibility for losses or damages that may occur to the property or
properties of the Provincial Government of Pampanga during the watch hours of the former’s security
guards, provided it has been fully established after due investigation by the Service Provider’s investigator
and investigation conducted by appropriate government authority that said losses where result of the act,
omission, negligence or fault of the guards. However, the Service Provider shall not be held responsible
where such losses or damage were due to force majeure or fortuitous events as defined in the Civil Code
of the Philippines or any of the following causes or situations;

a. In cases where the loss or damage occurred inside a closed office/warehouse/premises to which the
guard has no access, unless proven that the door or any part of the office/warehouse/premises was
farcibly opened and such loss or damage was result of the negligence, act, fault or omission of the guard/s

on duty; provided further, that such loss or damage is reported to the guard/s within twenty-four (24)
hours from the tiem of the occurrence or discovery;
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b. Any loss of property belonging to the Provincial Government of Pampanga issued to or held in trust by
its employee/s shall be the responsibility of said employee/s unless it has been fully established that such
loss was the result of the security guard's negligence, fault, act or omission; provided that the Service
Provider or its security guards has been duly notified and appraised of the presence of the said property
which shall be kept in place for safekeeping.

c. Any loss by theft during and immediately after the occurrence of a fire;

d. Loss of fund of the Provincial Government of Pampanga held in trust by, of in possession of the cashier
or officer or employee, and the Service Provider shall not be held liable any loss, thereof, unless it has been
fully established that such loss was the result of the security guard’s negligence, fault, act or omission;
provided that the Service Provider or its security guards has been duly notified and appraised of the
presence of said monies, cash or other funds which shall be placed in the proper safety vault for
safekeeping.

The Provincial Government of Pampanga shall immediately, or as soon thereafter, notify the Service
Provider in writing of any loss or damage, furnishing the latter a complete inventory of such loss or
damage to the accompanied by supporting papers/documents to establish the fact of loss or damage as
well as the value of the things lost, or extent of damage done.

7. The Service Provider shall compensate the guards in such amounts that shall not be lower that those
prescribe under labor law, rules and regulations;

8. Failure of the Service Provider to pay the amount of compensation due to the security guards for a period

. of one (1) month shall be a basis for the Provincial Government of Pampanga for the termination of
cantract;

9, The terms & conditions herein set forth shall be deemed modified by any applicable provisions of any
subsequent law, especially with regard to increases in the minimum wage, taxes, cost of living allowance
or the grant of any occupational benefit to workers, which increases in remuneration and/or benefits
shall be the sole responsibility of the Service Provider;

10. Upon receipt of Notice to Proceed (NTP} and within the five (5) day period before the start of deployment,
the provider shall conduct security briefing and orientation with the procuring entity;

11. Rates to be applied is the Intest Department of Labor and Employment (DOLE} wage rate as of
October 2025;

12. Must have office/sub-office in Pampanga;

13. All security personnel to be deployed must/can speak Kapampangan;

14. Must submit Security Plan for all the Area of Responsibilities to be submitted during the post
qualification stage.,

I herehby certify/undertake to comply and deliver all the above requirements.

Name of Company/Bidder

Signature Over Printed Name of Representative

Date
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Technical Specification
PR No. 25 - 34633

Revised
.| Unit of . : Statement of
em No-| Quanfity |\ o o Specification Compliance*
1 i lot SECURITY SERVICES

Contract Period: Twelve [12) months

No. of Security Personnel: 22 guards
Required No. of Hours/Guard/Duty: 12 hours
Required No. Working Days: 7 days
Quotation must include overiive

Compliani with DOLE Wage Crder

Scope of Work:

I. Place of Assignment:
The Agency shall provide security guards fo be assigned/posted
on the following:
d. San Simon Warehouse
Reqguirements No. of Security Guards:; 4 Personne! {2 moming duty
and 2 night duty)
b. Clark Hospilal
Requirements No. of Security Guards: 8 Personnel
Composition Moming Duly: One (1) Securily Officer
One (1) Female Guard
Three (3) Male Guard
Composition Night Dudy : Cne (1) Security Officer
One (1) Female Guard
One (1) Male Guard

c. Apalit Diglysis Cenier

Reqgulrements No. of Security Guards: 2 Personnel {1 - morning

duty and 1 - night duty)

d. Capitol

Requirements No. of Security Guards: 8 Personnel

Composition Morning Duty: One (1) Security Officer

Two (2) Female Guard

Two (2) Male Guard
Composifion Night Duty : One (1) Securily Officer

Two (2) Male Guard

Requiremenis No. of Security Guards: 2 Personnel (1 - morning

dufy and 1 - night duty)

1l. Securily Service Provider

a. Must be a duly licensed and registered service contractor in
accordance with the Department of Labor and Employment.

b. Should have at least five (5) years of experience in providing
security services to a government agency.

c. Must be a member of the Philippine Association of Deteciive
and Protective Agency Operators [PADPAQ).

d. Must be duly registered with the Social Security Service (S55),
Home Development Mutual Fund [HDMF)/PAGIBIG Fund,
Philippine Healih Insurance Corporation (PhilHealth), and
Bureau of Internal Revenue (BIR].

e. PNP Accreditation and/or equivalent
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W B
Technical Specification
PR No. 25 - 3633
Revised
Unit of . . Statement of
ftem No.| Quaniily lssue Specification Compliance*

{1l. Qualification of Security Personnel

a. Must be 21 to 60 years old.

b. With good moral character and reputation, supported with a
private security license card and valid clearances issued by the
Philippine National Police, National Bureau of Investigation, and
other govermment oifices issuing clearances for employment
purposes.

c. Must be physically and mentally fit.

d. Must have passed a neuropsychiatric examination and drug
test administered by any accredited facilify.

e. At least a high school graduate

f. BLS or First Aid Training.

g. Other qualifications as may be prescribed in accordance with
Republic Act 5487, as amended, otherwise known as the
Private Security Agency Law, and other related laws and
regulations.

iV. Duties and Responsibilifies of Security Guards

a. The security guards station musi conduct frequent inspections,
day and nighi, to ensure that entry/exii doors are locked/
secured, electrically operated equipment is unpiugged, and
lights are switched oft.

b. Monitor and log/record the names of all offices, employees,
and visitors who work beyond office hours and the exact time
when they leave the warehouse.

c. Log/record the time of eniry into and exit from the parking area
of dll service vehicles, trip tickets, and names of officials, drivers,
and desfinations.

d. From time fo time, check the area and warehouse premises for
any unauihorzed instruction or personnel.

e. Submit an incident repart of any untoward incident that may
have caused a threat to life, chaos, theft, damages, or any acis
that constitute a breach of the security of officials, personnel,
visitars, and vehicles.

f. Issue a visitor's pass to all visifors of the warehouse upon deposit
of a government-issued 1D and observe a rigid inspection of all
personnel belongings of clients or visitors at all points of entry
and exit of their designated areq.

g. Perform the duiies and responsibilities of the posted guards in
areas where their services are necessary.

V. Supplies, Materials, and Equipment

The Security Agency shall provide the following:

a. Nightstick/baton/truncheon

b. Whisile

c. Flashlight

d. Medicine Kit/First Aid Kit

e. Communication Equipment

i. Security reflector vest

g. Pen and Record Book for the use of Security Guards.

h. Umbrellq, raincoat, and rubber boots
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*Bidders must state here either "Comply" or "Not Comply" against each of the individual
parameters of edach Specification stating the cowesponding performance parameter of the
the equipment offered. Statement of "Comply" or "Nof Comply" must be supported by
evidence in o Bidder's Bid and crossreferenced to that evidence. Evidence shall be in the
the form of manufaciurers un-amended sales lMerature, unconditional stafements of
specification and complionce issued by the manufacturer, samples, independent test
data elc., os opproprcie. A statement that s not supported by evidence or i
subsequently found tc be contfradicied by the evidence presented wil render the Bid under
evaluation lable for refection. A statement either in the B8idders statement of
compliance or the supporling evidence that & found 1o be foke either duing Bid
evaluallon, post-qualification  of the execution of the Contract may be
regarded as froudulent and render the Bidder or Supplier lable for prosecution
subject to the provisions of 18 Clause 3.1 (a) (i) andfor GCC Clause 21 f{a} (il

I hereby certify to comply with the Technical Specifications of all the items to be Bid.

Name of Company/Bidder

Signature Over Printed Name of Representative

Date
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Republic of the Philippines
PROVINCE OF PAMPANGA
Provincial Capitol, City of San Fernando, Pampanga

BIDS AND AWARDS COMMITTEE

BAGONG PILIPINAS

BID BUEEETIN:2025-01

e
P.R. # 25-4275- 1 lot Supply & Commissioning of Custom-~Built Stainless-Steel

Kitchen & Dietary Set-Up and Equipment at Pampanga Provincial Hospital Clark -

This Bid Bulletin No. 01 is issued to modify or amend items in Bid Documents. This shall
form an integral part of the Bid Documents, to wit:

Particulars From To
Invitation to 1 lot Supply & Commissioning of 1 lot Supply & Commissioning of Custom-
Bid Custom-Built Stainless-Stell Kitchen & | Built Stainless-Btee] Kitchen & Dietary Set-
Dietary Set-Up and Equipment at Up and Equipment at Pampanga Provincial
Pampanga Provincial Hospital Clark Hospital Clark
Invitation to General {rust Fund
Bid
Source of
Fund

lease seeattached Revised: Instruction: to-Bidderd

Instruction to

Bidders page )
10
Special lease seeiattached Speciak:Conditi
Conditions of - d
Contract
Schedule of Please see-attached:Revised Schiedule of Reguiremen!
Requirements
Technical Please see attached:Revised Technical Specifications
Specifications

For your guidance and information of all concerned.

15 October 2025.

FRANCIS WMASLOG
BAC-Chairma e




e~

1.

Revised

Scope of Bid

The Procuring Entity, The Provincial Government of Pampanga wishes to receive
Bids for the Procurement of Supply & Commissioning of CUSTOM BUILT STAINLESS
STEEL KITCHEN & DIETARY SET-UP & EQUIPMENT AT Pampanga Provincial
Hospital Clark with Identification Number: Purchase Request No. 25 - 4275.

The Procurement of Supply & Commiissioning of CUSTOM BUILT STAINLESS STEEL
KITCHEN & DIETARY SET-UP & EQUIPMENT AT Pampanga Provincial Hospital
Clark is composed of One (1) Lot, the details of which are described in Section VII
(Technical Specifications).

[Note: The Project Identification Number is assigned by the Procuring Entity based on its
own coding scheme and is not the same as the PhilGEPS reference number, which is
generated after the posting of the bid opportunity on the PhilGEPS website.|

Funding Information

2.1. The Provincial Government of Pampanga through the source of funding as
indicated below for TRUST FUND in the amount of Sixteen Million Three
Hundred Thousand Pesos (Php 16,300,000.00).

2.2. The source of funding is LGU’s proposed Local Government Expenditure
Program.

Bidding Requirements

The Bidding for the Project shall be governed by all the provisions of RA No. 9184 and
its 2016 revised IRR, including its Generic Procurement Manuals and associated

policies, rules and regulations as the primary source, while the herein clauses shall
serve as the secondary source thereof.

Any amendments made to the IRR and other GPPB issuances shall be applicable only

to the ongoing posting, advertisement, or Invitation to Bid (IB) by the BAC through
the issuance of a supplemental or bid bulletin.

The Bidder, by the act of submitting its Bid, shall be deemed to have verified and
accepted the general requirements of this Project, including other factors that may
affect the cost, duration and execution or implementation of the contract, project, or
work and examine all instructions, forms, terms, and project requirements in the
Bidding Documents.

Corrupt, Fraudulent, Collusive, and Coercive Practices

The Procuring Entity, as well as the Bidders and Suppliers, shall observe the highest
standard of ethics during the procurement and execution of the contract. They or
through an agent shall not engage in corrupt, fraudulent, collusive, coercive, and
obstructive practices defined under Annex “I” of the 2016 revised IRR of RA No. 9184
or other integrity violations in competing for the Project.
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(2]

Special Conditions of Contract
Revised

GCC
Clause

1

Delivery and Documents —

For purposes of the Contract, “EXW,” “FOB,” “FCA,” “CIF,” “CIP,” “DDP” and other
trade terms used to describe the obligations of the parties shall have the meanings
agsigned to them by the current edition of INCOTERMS published by the International
Chamber of Commerce, Paris. The Delivery terms of this Contract shall be as follows:

[For Goods supplied from abroad, state;] “The delivery terms applicable to the
Contract are DDP delivered to the Provincial Government of Pampanga thru the
Provincial General Services Office (PGSO) in accordance with INCOTERMS.”

[For Goods supplied from within the Philippines, state:] “The delivery terms
applicable to this Contract are Delivered Duty Paid (DDP) to The Provincial
Government of Pampanga thru the Provincial General Services Office (PGSO0).
Risk and title will pass from the Supplier to the Procuring Entity upon receipt and final
acceptance of the Goods at their final destination.”

Delivery of the Goods shall be made by the Supplier in accordance with the terms
specified in Section VI (Schedule of Requirements).

For purposes of this Clause the Procuring Entity’s Representative at the Project Site is
as stated above.

Incidental Services —

The Supplier is required to provide all of the following services, including additional
services, if any, specified in Section V1. Schedule of Requirements:
The Contract price for the Goods shall include the prices charged by the Supplier for

incidental services and shall not exceed the prevailing rates charged to other parties by
the Supplier for similar services.

Within ten (10) calendar days from receipt of the Notice of Award by the Bidder
from the Procuring Entity but in no case later than the signing of the Contract by
both parties, the successful Bidder shall furnish the performance security in any
of the forms prescribed in Section 39 of the 2016 revised IRR of RA No. 9184.

(a} The Procuring Entity’s address for Notices is: BIDS AND AWARDS
COMMITTEE - SECRETARIAT OFFICE, Ground Floor, Provincial Capitol
Bldg., City of San Fernando, Pampanga
The Supplier’s address for Notices is:

5.1

At least one (1) year warranty on parts and workmanship which shall commence
from the date of actual use

5.2

All defective parts, workmanship, equipment shall be repaired/replaced upon
notification within one (1) month upon turnover and inspection at no cost to the

procuring entity
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SCHEDULE OF REQUIREMENT

Revised
ITEM Item Delive
NO Description Quantity Da tery
Supply & Commissioning 1 lot Complete Installation and
of CUSTOM BUILT 0 | Commissioning within 30
STAINLESS STEEL (Please refer to Section | .o1ondar days upon
KITCHEN & DIETARY SET VIL Technical receipt of Notice to
UP and EQUIPMENT at Specifications for the | peeed (NTP)
Pampanga Provincial quantity of items}
| Hospital Clark

Additional Requirement/Condition:

1. All necessary equipment and component parts and supplies for the commissioning but not limited to
mounting, electrical connection, water tapping, heating elements, thermostat controls, fittings, etc.,, are
included this projects;

2. Any alterations to the building components relative to the equipment, installation/mounting, electrical
connection, water tapping and other works must be restored and repaired at no cost to the procuring
entity;

3. Must have service facility in Pampanga for after sales service;

4. Shall conduct at least one (1] day operations training;

5. All equipment with operation’s manual shall be provided;

6. Must provide on-call technical service after turn-over and with one (1) year warranty period;

7. Must submit electrical plan signed and sealed by professional Electrical Engineer; Ve

8. Must submit plumbing and sanitary lay-out plan duly signed by a Master Plumber/Sanitary
Engineer

9. Manpower Requirements:

a. At least one (1) Electrical Engineer

b. At least one (1) Mechanical Engineer

¢. At least one (1) TESDA Certified Electrician v
d. At least one (1) TESDA Certified Plumber

e. At least five (5) TESDA Certified Welder

I hereby certify/undertake to comply and deliver all the above requirements.

Name of Company/Bidder

Signature Over Printed Name of Representative

Date
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Technical Specification
PR No. 25 - 4275

Revised
Unit of . . Statement of
remter | QUaRtY| | csue Specification Compliance*
1 Lot Supply and Commissioning of Custorn Built Stainless
Steel Kitchen and Dietary Set-up and Equipment at
Pampanga Provincial Hospital Clark
1 1 sub | Receiving Inspection, Dry Storage, Cold Storage, Utensil's Storage,

lot

Pots and Pans Storage & Meat/Fish Preparation Area
RECEIVING INSPECTION AREA

= 1 ~ ice Machine 1 unit
227kg Capacity
Dim: 760mmlL X 860mmwW X 2050mmH
Specificatiorn:
1240waits
Storage bin: 125 kg

* 1.1 AVR for Ice Machine 1 unit
Specification:

Step up - step down input voltage: 220V Cuiput Voltage:
110v-220v with power and switch 20 gauge stainiess steel
shelving with bracket tapping to power supply

* 2 - Handsink W/ Knee Pedal 1 set
Dirmn: 400mmL x 400mmW x 864mmH
Specification:
16 gauge stainless steel top frame & backsplash
18 gauge stainless steel sink bowl! & post frame
1 %" @ stainless sieel tubular upright
1" @ stainless steel fubular bracing
Adjustable bullef footings
1pc. Single faucet w/ knee pedal
1pc. Basket strainer

* 3 - Grease Tarp; 5GPM 1 set
Dim: 305mmL x 229mmWwW x 254mmH
Specification:
20 gauge stalnless steel body and cover
20 gauge stainless steel removable perforated strainer
20 gavuge stainless steel partition and baffle channel
Fabricated ss rod handle
2" dia. stainless steel inlet/outlet tube

* 4 - Hose Reel 1 set
Specificafion

Hose reel open type w/ front trigger open coaled hose reel
stainless sieel front frigger watergun and siainless steel

« § - Single Sink Table 1 set

Dim: 1500mmL x 71TmmW x 844mmH
Specification:

16 gauge stainless steel top frame & backsplash
18 gauge stainless steel sink bowl & post frame

1 %" @ stainless steel tubular upright
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Technical Specification
PR No. 25 - 4275

Revised

kemNo.

Quantity

Unif of
Issue

Specification

Statement of
Compliance*

1" & staintess steel tubular bracing
Adjustable bullet footings

1pc. Sihgle faucet

1pc. Basket sirainer

* § - Grease Trap; 10GPM 1 set

Dim: 406mmL x 357mmWwW x 305mmH

Specification:

20 gauge stainless steel body and cover

20 gauge stainless steel removable perorated strainer
20 gauge stainless steel partition and baffle channel
Fabricated siainless steel rod handle

2" dia, stainless steel inlet/outlet tube

= 7 - Preparation Table 1 unit

Dim: 200mmkL X 711mmwW x 864mmH
Specification:

16 gauge stdinless steel {op plate

18 gauge stainless steel stiffener & post frame
20 gauge stainiess steel bottom shelf

1 %" @ stainless steel tubular upright
Adjustable bullet footings

* 8 - Receiving Rack 1 sef
Dim: 900mmL x 400mmwW x 1524mmH
Specification:

16 gauge stainiess steel shelve framing
20 gauge stainless steel plain shelving
1 %" @ stainless steel tubular upright
Adjustable bullet footings

\DRY STORAGE

* 9 - Storage Rack 10 set
Dim: 1200mml x 500mmW x 1524mmH
Specification:

16 gauge stainless steel shelve framing
20 gauge stainless steel slotted shelving
12" @ stainless steel tubular upright
Adijustable bullel footings

COLD STORAGE

= 10 - 40 CU. FREEZER 4 unit

Dim: 1200mmL x 800mmWw x 1250mmH
Specification:
power: 1320waifs eleciric: 220V, 60Hz, 1p
capacity: 35 ¢.ft door: 4 half door
8pcs shelf temperature: -18°C h.p: 3/4Hp

= 10.1 - AVR FOR 40CU.FT FREEZER 4 unit
Specification:
Step up - siep down input voltage: 220V Outpui Voltage:
110v-220v with power and switch 20 gauge stainless steel
shelving with bracket tapping to power supply
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Technical Specification
PR No. 25 - 4275

Revised

femNo.

Quantily

Unit of
Issue

Specification

Statement of
Compliance*

= 11- 40 CU. CHILLER 4 unit
Dim: 1200mmL x 800mmW x 1950mmH
Specification:
power: 700watts electric: 220V, 60Rz,

1p capacily: 35 c.ft door: 4 half door 8pcs shelf
temperature: 2 to +12°C h.p: 1/2Hp

= 11.1 - AVR FOR 40CU.FT CHILLER 4 unit
Specification:
Step up - step down input voltage: 220V Output Voliage:
110v-220v with power and switch 20 gauge stainless steel
shelving with bracket fapping to power supply

» 82 - Ventiiation for Cold Storage Room

W/ 4Pcs 12'D Industrial Blower and S5 Duct System 1 set
{Refer To "ANNEX A & ANNEX B}

= 83 - Fresh Air Supply for Cold Storage 1 set
Room W/ 1pc 18"@ Industrial

Blower and §S Duct System

{Refer To "ANNEX A & ANNEX B"}

BLENDERIZE TUBE AND FEEDING AREA
* 12 - 40 CU. CHILLER 1 unit

Dim: 1200mmtL x 800mmw x 1950mmH

Specification:

power: 700watts electric: 220V, 60Hz,
Ip capacity: 35 ¢.ft door: 4 half door

8pcs shelf

temperature: 2 to +12°C h.p: 1/2Hp

* 12.7 - AVR FOR 40CU.FT CHILLER 1 unit
Specification:
Step up - step down input voltage: 220V Ouiput Voltage:
110v-220v with power and switch 20 gauge stainless sieel
shelving with bracket tapping to power supply

* 13 - Woik Table 1 unit
Dim: 1600mml x 700mmW x 844mmH
Specification:

16 gauge siainless steel top plate

18 gauge siainless steel stiffener & post frame
20 gauge stainless steel botiom shelf

1 12" @ stainless steel fubular upright
Adjustable bullet footings

* 14 - Work Table 1 unit
Dim: 2229mmL x 700mmw x 864mmH
Specification:
16 gauge stainless steel top plate
18 gauge stainless steelstiffener & post frame
20 gauge stainless steel bottom shelf 1 %" @ ss tubular upright
Adjustable bullet footings
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Technical Specification
PR No. 25 - 4275

Revised

EkemMo.

Quanfily

Unit of
Issue

Specification

Statement of
Compliance*

= 15 - Preparafion Table 1 unit
Dim: 1170mmi x 700mmW x 844mmk
Specification:

16 gauge stainless steel top plate

18 gauge stainless steel stiffener & post frame
20 gauge stainless steel botiom shelf

1 %" @ stainless sieel tubular upright
Adjusiable bullet footings

+ 16 - Preparation Sink Table 1 set

Dim: 1100mmL x 700rmmW x 864mmH
Specification:

16 gauge stainless steel top plate

18 gauge stainless steel stiffener & post frame
20 gauge stainless steel bottom shelf

1 %" & stainless steel tubular upright
Adjustable bullet footings

v 17 - Grease Trap; TOGPM 1 set
Dim: 406mmL x 357mmw x 305mmH
Specification:
20 gavuge stainless stesl body and cover
20 gavuge stainless steel removable perforated sirainer
20 gauge stainless steel partiiion and bafile channel
Fabricated stainless steel rod handle
2" dia. ss inlet/outiet tube

*18 - Double Wall Sheives 2 set
Dim: 1100mmL x 305mmWw
Specification:
18 gauge stainless steel wall shelve
16 gauge staintess sieel bracket support

UTENSILS STORAGE AREA

+ 19 - Storage Rack; Plain 4 set

Dim: 1200mmL x 500mmWw x 8é64mmH
Specification:

16 gauge stainless steel shelve framing
20 gauge stainless steel plain shelving
1 =" @ stainless steel tubular upright
Adjustable bullet fooiings

POTS AND PANS STORAGE AREA

» 20 - Storage Rack; Slotled 4 set
Dim: 1200mmL x 500mmWw x 864mmH
Specification:

16 gauge stainless steel shelve framing
20 gauge stainless steel slotted shelving
1 %" @ stainless steel tubular upright
Adjustable bullet footings
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MEAT/FISH PREPARATION AREA

* 21 - Hose Reel 1 set
Specification

Hose reel open type w/ front trigger open coated hose reel
Stainless steel front trigger watergun and siainiess sieel

» 22 - Double Sink Table 1 set

Dim: 1800mml x 71 TmmW x 8464mmH
Specification:

16 gauge stainless steel top plate & backsplash
18 gauge stainless steel sink, stiffener, post frame
38mmdia stainless steel tubular upright support
25mmdia stainless steel tubular bracing support
Adjustable bullet footings

1pc double knob faucet
2pcs. Basket strainer

» 23 - Grease Trap; 15GPM 1 set
Dim:457mmL x 381 mmw x 330mmH
Specification:
20 gauge siainless steel body and cover
20 gauge stainless steel removable perforated strainer
20 gauge sidinless steel partition and baffle channel
Fabricated stainless steel rod handle
2" dia. stainless steel inlet/ouflet jube

= 24 - Double Wallshelves 1 set
Dim: 1800mmL x 305mmWw
Specification:
18 gauge siainless steel wall shelve
16 gauge stainless steel bracket support

* 25 - Preparation Table 1 unit
Dim: 1000mml x 71 TmmW x 8464mmH
Specification:
16 gauge stairnless steel top plate
18 gauge stainless steel stiffener & post frame
20 gauge stainless steel bottom shelf 1 %" & stainless steel
fubular vpright
Adjustable bullet footings

* 26 - Garbage Can with Dolly 1 set
Dim: 457mm@ x 660mmH
Specification:

Using 18 gauge stainless steel body
Shafting handle
3" @ caster wheel

= 27 - Preparation Table 1 unit

Dim: 2300mmL x 711mmW x 884mmH
Specification:

16 gauge stainless steel fop plate

18 gauge stainless steel siiffener & post frame
20 gauge stainless steel botiom shelf

12" @ stainless steel tubular upright
Adjustable bullet foolings
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* 28 - Preparation Table 1 unit

Dim: 2844mml x 711TmmW x 864mmH
Specification:

16 gauge stainless steel fop plaie

18 gauge stainless steel stiffener & post frame
20 gauge stainiess steel bottom shelf

12" @ siainless steel tubular upright
Adjustable bullet footings

s 29 - Double Sink Table 1 set

Dim: 1800mmL x 71 TmmW x 864mmH
Specification:

16 gauge stainless steel top plate & backsplash
18 gauge stainless steel sink, stiffener, post frame
38mmdia stainless steel fubular upright support
25mmdia stainless steel tubular bracing support
Adjustable bullet footings

1pc double knob faucet

2pcs. Basket strainer

* 30 - Grease Trap; 15GPM 1 set
Dim:457mml x 381mmWw x 330mmH
Specification:
20 gauge siainiess steel body and cover
20 gauge staintess sieel removable perforated strainer
20 gauge stainless steel partition and baffle channel
Fabricated stainless steel rod handle
2" dia. stainless steel inlet/outlet tube

* 31 - Double Wallshelves 1 set
Dim: 1800mmL x 305mmw
Specification:
18 gauge stainless steel wall shelve
16 gauge stainless steel bracket support

= 32 - Preparalion Table 1 unit

Dim: 1000mmL x 71 1mmW x 864mmH
Specification:

16 gauge stainless steel fop plate

18 gauge stainless steel siiffener & post frame
20 gauge stainless steel botfom shelf

1'%2" @ stainless steel fubular upright
Adjustable bullet footings

* 33 - Garbage Can with Dolly 1 set
Dim: 457mm@ x é60mmH
Specification:

Using 18 gauge stainless steel body
Shafting handle
3" @ caster wheel
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* 34 - Dispaich Table 2 unit

Dim: 1800mmlL x 1000mmW x 864mimH
Specification:

16 gauge stalniess steel fop plate

18 gauge stainless steel stiffener & post frame
20 gauge stainless steel botiom shelf

1 %" @ stainless steel tubular upright
Adjustable bullet footings

(Refer To "ANNEX A")
BAKING/COOKING AREA

BAKING/COOKING AREA

* 35 - Clean Dish Rack 1 set

Dim: 1200mmL x 500mmW x 1524mmH
Specificatiorn:

16 gauge stainless steel shelve framing
20 gauge stainless steel slotted shelving
1 %" @ stainless steel tubular upright
Adjustable bullet feotings

* 36 - Double Sink Table 1 set

Dim: 1700mmL x 71 TmmWwW x 864mmH
Specification:

16 gauge stainless steel fop plate & backsplash
18 gauge stainless steel sink, siiffener, post frame
38mmdia stainless steel tubular upright support
25mmdia stainless steel tubular bracing support
Adjustable bullet footings

1pc double knob faucet
2pcs. Basket strainer

« 37 - Grase Trap; 15GPM 1 sei
Dim:457mmL x 38 IrmmW x 330mmH
Specification:
20 gauge stainless steel body and cover
20 gauge siainless steel remov able perforated strainer
20 gauge stainless steel pariiiion and baffle channel
Fabricated stainless steel rod handle
2" dia, stainless steel inlet/outlet tube

= 38 - Double Wall Shelves 1 setl

Dim: 1700mmlL x 305mmwW

Specification:

18 gauge stainless steel wall shelve

16 gauge stainless steel bracket support

* 39 - Hose Reel 1 set
Specification

Hose reel open type w/ front trigger open coated hose reel
stainiess steel front frigger watergun and stainless steel
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* 40 - Garbage Bin 2 set
Bim: 400mmL x 400mmW x 660mmH
Specification:

Using 18 gauge stainless sfeel body
Shafting handle
3" @ caster wheel

» 41 - Exhaust Hood 1 set
Dim: 58461 mmL x 1000mmW x 500mmH
Specification:
18 gauge stainless steel Hatline Finish hood body
20 gauge siainless steel Hailine Finish side panel, fiter hoider
20 gauge stainless steel 2B back panel. top cover
20 gawuge stainless steel Hailline Finish baffle fiter frame;
frame channe
Vapor proof lamp w/ bulb & explosion bulb ¢

» 42 - Wall Cladding 1 sef
Dim: 5861mmL x 1829mmH
Specification:
20 gauge stainless steel wall cladding

» 43 - Siainless Steel Griddle 1 set
Dim: 581mmL x 71 ImmW x 864mmH + 152m
Specification:
16 gauge stainless steel Hairline Finish top frame and backsplash
18 gauge stainless steel 2B siiffener
20 gauge stainless steel side plate apron, control panel
38mm dia. Stainless steel tube legs
Adjustable bullet footings
16mmthk ms hot plate
2pcs H-type burner
2pcs ignition switch

= 44 - Open Top LP Burner with oven 1 set
Dim: 800mmL x 762mmW x 864mmH
Specification:

16 gauge stainless sieel top plate frame & splashier
18 gauge stainless steel post frame & stiffener
20 gauge stainless sieel outer body & doors
casf iron square fop grates web type
4pcs. Casi iron burner

1pc. Low pressure oven burner
Roberis haw thermostat control

Gas control valve
Stainless steel rod shelving
38mm dia. Stainless steel fube legs

* 45 - Wok Burner 2 set

Dim: 1600mml X 762mmW x 864mmH
Specification:

16 gauge stainless steel top plate & backsplash
20 gauge stainless steel control panel & side panel
Detachable periorated sirainer

1 12" @ stainless steel fubular upright support
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1" @& stainless steel tubular bracing
2pcs. Cast iron molded top grates
2pcs. Commercial burner

2pcs. Water inlef ball valve

2pcs. Gas valve control

2pcs. Wall mounted faucet swing type
2pcs. Fabricated soup inset

« 44 - Sfock Pot Burner

Dim: 500mmL x 500mmW x 559mmH 1 set
Specification:

Ms plate top grate émmihk
20 gauge stainless steel Hailline Finish body
3 ring LP burner with conirol valve
38mmid staintelss steel tube dwarf legs
With adjusiable bullet footings

« 47 - Rice Steamer - 12 Trays 1 set

Dim: 680mmL x $60mmWw x 1600mmH
Specificafion fif for 660x400mm food frays
cooks 3ékg of rice built in temperature gavge

s 48 - 40 CU.FT CHILLER 1 set

Dim: 1200mmL x 800mmwW x 1950mmH
Specification:
powaer: 700walts electric: 220V, 60Hz,
1p capacity: 35 ¢.ft door: 4 half door
8pcs shelf
temperature: 2 fo +12°C h.p: 1/2Hp

+ 48.1 - AVR For 40CU.FT Chiller 1 set
Specification:

Step up - step down input voltage: 220V Ouipuf Voltage:

110v-220v with power and switch 20 gauge stainless steel
shelving with bracket tapping to power supply

» 4% - Preparafion Table 2 set
Dim: 1800mmL x 750mmw X 8é64mmH
Specification:

16 gauge stainless steel top plate

18 gauge stainless steel stiffener & post frame
20 gauge stainless steel boitom shelf

1 %" @& siainless steel fubular upright
Adjustable bullet foolings

= 50 - Overhead Shelves 2 set
Dim: 1800mml x 305mmw
Specification;
18 gauge staintess sieel wail shelve
16 gauge stainless steel bracket support

* 51 - Microwave Oven 1 set
Dim: 5TTmmL x 432mmW x 31 1mmH
Specification:
power: 1000w eleciric: 220v/4é0hz/1P
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* 52 - Preparation Table with Sink 1 set

Dim: 1800mmL x 750mmWw x 864mmH
Specification:

16 gavuge stainless steel top plate & backsplash
18 gauge stainless steel sink, stiffener, post frame
38mmdia stainless steel tubular upright support
25mmdia stainless steel fubular bracing support
Adjusiable bullet footings

Ipc double knob faucet

2pcs. Basket strainer

+ 53 - Grease Trap; 15GPM 1 set
Dim:457mmL x 381mmWw x 330mmH
Specification:
20 gauge stainless steel body and cover
20 gauge siainless steel removable perforated strainer
20 gavuge stainless steel partition and baffle channel
Fabricated stainless steel rod handle
2" dia. Stainless steel inlet/outlet tube

* 54 - Preparation Table 1 sef

Dim: 1800mmL x 750mmW x 864mmH

Specification:

16 gauge stainless steet top plate & backsplash

18 gauge stainless steel sfiffener & post frame

20 gauge siainless steel body w/ back panel and side panel
112" @ stainless steel tubular upright

Adjustable bullet fooiings

* 55 - Undercounter Chiiler; Drawer Type 1 set
Din: 1500mmL x 750mmw x 800mmH
Specification:
power: 220v/40hz phase: single
phase wattage: 575watts

= 55.1 - AVR for Under Counter Chiller 1 sel
Specification:
Step up - step down input voltage: 220V Output Voltage:
110v-220v with power and switch 20 gauge stainless steel
shelving with bracket tapping to power supply

* 56 - Heated Cabinet, 2 Door

Dim: 1000mmL x 410mmW x 1500mmH
Specification

20 gauge siainless steel body

18 gauge stainless steel angle frame

20 gauge stainless steel trays

20 gavge stainless steel door panel with handle

1 1/4"x 1 1/4" stainless steel square tube pilot light
Thermostat conirol * heating element

5" diameter Heavy Duty caster wheel

(Refer To "ANNEX A"
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* 79 - Supply and Installation of 3X3 50kg 1 set

Manifold, LPG Piping and Gas Leak Detector
{Refer To "TANNEX A & ANNEX C")

« 80 - Supply and Installation of Fire Suppression 1 set

{Refer To "ANNEX A & ANNEX D)

* 81 - Kitchen Exhaust System; 5 HP & Fresh Alr System; 3HF 1 set

{Refer To "ANNEX A & ANNEX E')

Dishwashing, Food Display & Food Assembly & Serving Area

DISHWASHING AREA

= 57 - Clean Dish Rack 3 set

Cim: 1200mml x 500mmwW x 1524mmH
Specification:

16 gauge stainless steel shelve framing

20 gauge stainless steel slofted shelving

12" @ stainless sieel tubular upright

Adjustable bullet footings

= 58 - Dishwashing Sink Table 1 set

Dim: 1750/1500/1850mmL x 71 TmmW x 84
Specification:

16 gauge staintess steel top plate & backsplash
18 gauge stainless steel sink, stiffener, post frame

38mmdia stainless steel tubular upright support
25mmdia siainless steel tubular bracing support
Adjustabie bullet footings

Basket strainer

* 58.1 - Pre-Rinse 1 set

* 59 - Double Wall Shelf 1 set
Dim: 1500mmlL x 305mmw

Specification:

18 gauge stainless steel wall shelve
16 gauge stainless steel bracket support

* 50 - Grease Trap; 30GPM 1 set
Dim: 00mmmL x 400mmwW x 483mmbH

Specification:

20 gauge stainless steel body and cover

20 gauge stainless steel removable perforated sirainer
20 gavuge stainless steel parfition and bafile channel

Fabricated siainless steel rad handle

2" diq. Stainless steel inlet/outlet fube

* 61 - Garbage Can with Dolly 1 set
Dim: 457mm@ x 660mmH

Specification:

Using 18 gauge stainless steel body
Shafting handle

3" @ caster whesl|

Page 37 of 64




-

Technical Specification
PR No. 25 - 4275

Revised

EemMNa.

Quantily

Unit of
Issue

Specification

Statement of
Compliance*

* 62 - Trolley 3 set

Dim: 400mmL x 800mmWw x 860mmH
Speciiication:
20 gauge siqinless steel carn shelving

1 16" stainless steel fubular upright & handle
4" @ nylon caster wheel

+ 43 - Hose Reel
Specification

Hose reel open type w/ front irigger open coated hose reel
stainless steel front trigger watergun and siainless sfeel

FQOD ASSEMBLY AND SERVING AREA

= 64 - Serving Table 4 unit
Dim: 1500mmL x 711mmW x 864mmH
Specification:

14 gauge stainless steel top plate

18 gauge stainless steel siiffener & post frame
20 gauge stainless steel bottom shelf

14" @ stainless steel tubular upright
Adjustable bullet footings

+ 65 - Single Sink Table 1 set

Dim: 1500mmlL x 711TmmW x 864mmH
Specification:

16 gauge stainkess steel fop plate & backsplash
18 gauge staintess sieel sink, stiffener, post frame
38mmdia stainless steel tubular upright support
25mmdia stainless steel tubular bracing support
Adjustable bullet footings

Basket strainer

* 4 « Gredase Trap; T0GPM 1 set
Dim: 406mimil x 357mmW x 305mmH
Specification:
20 gauge stainless steel body and cover
20 gauge stainless steel removable perforated strainer
20 gauge sfainless steel parition and baffle channel
Fabricated stainless steel rod handle
2" dia. Stainless steel inlet/outlet tube

FOOD DISPLAY AREA

« &7 - Single Sink Table 1 set

Dim: 1250mmL x 400mmW x 864mmH
Specification:

16 gauge stainless steel top plate & backsplash
18 gauge stainless steel sink, stiffener, post frame
38mmdia siainless steel tubular upright support
25mmdia stainless steel tubular bracing support
Adjustable bullet footings
Basket strainer

i ;
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» 68 - Grease Trap; 10GPM 1 sef
Dim: 406mmL x 357mmWwW x 305rmmH
Specification:
20 gauge sicinless steel body and cover
20 gauge stainless steel remov able perforated strainer
20 gauge siainless steel partition and balile channel
Fabricated stainless steel rod handle
2" dia. Stainless steel inlet/outlet fube

* 49 - Ice Bin 1 unit
Dim: 500mmt x S00mmwW x 400mmH
Specification:
16 gauge stainless steel Hairline Finish fop plate
18 gavge stainless steel Hairline Finish ice bin body
20 gauge stainless steel 2B inner insulation cover

20 gauge stainless steel Hattline Finish botiom; perferated botiom

1 set ball valve drain
Poly urethane focam in place insulation
Nylon caster wheel

= 70 - Glass Display Chiller 1 unit
Dim: 640mmk x 800mmwW x 2100mmH
Specification:
Power: 530 W electric: 220V, 61Hz, 1 ph capacity: 18 cu. Fi.
5 shelf door: 1 femperature: 2°C {o 12°C
1/4 Hp

» 70.1 - AVR For Glass Display Chiller 1 unit

Step up - step down input voltage: 220V Qutput Voltage:
110v-220v with power and switch 20 gauge stainless steel
shelving with bracket fapping fo power supply

+ 71 - Paint of Sale Counter 1 sei
Dim: 1701mmL x 71 TmmW x 864mmH
Specification:
Using 16 gauge siainless steel Hairine Finish top plate
18 gauge stainless steel 2B post frame & stiffeners
20 gauge stainless steel side, front & drawer
1" & stainless Steel tubular upright
1 12" staintess steel tubular upright
Adjustable bullet footings
Drawer slide & handle

= 72 - Stdinless Steel Cold Pan 1 set
Bim: 214mmL x 71 TmmW x8é4rmmH
Specification:
Using 16 gauge stainless steel Hairline Finish top plate
18 gauge stainless sieel 2B post frame; stiffenars
20 gauge stainless steel 2B ice bin; inner insulation cover

20 gauge stainless steel Hairline Finish bottom shelf; perforated

pane
Tpcs ball valve drain
Acrylic clear glass
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= 73 - Display Case 1
Dim: 1000mmL x 457mmH
Specilication:
18 gauge stainless steel Hairline Finish top plale shelf
20 gauge stainless steal glass holder and apron
émmithk. Clear glass
25mm x 25mm square fube post
Fluorescent lamp
Royal chord
Toggle swiich

+ 74 - Stainless Steel Food Warmer; SPANS 1 set
Dim: 1700mmL x 71 1mmW x Bé4mmH
Specification:
18 gauge stainless sfeel 2B water tank; post frame & siiffener

Divider; upper & lower apron; conrol panel
2pcs immersion heater

2pcs thermosiat conirol

2pcs push bution switch w/ pilot light

Royal cord

Spes Food pans w/f cover

* 75 - Sneeze Guard 1 set
Dim: 1700mmL x 457mmwW
Specification:
18 gauge stainless steel Hailline Finish top plate shelf
20 gauge stainless steel glass holder and apron
émmihk. Clear glass
25mm x 25mm square tube post
Fluorescent lamp
Royal cord
Toggle switch

= 76 - Stainless Steel Tray and Silver Sftand 1 set
Dim: 600mmL x 71 TmmWw x 844mmH
Specification:
Using 16 gauge stainless steel Halrline Finish top plate
18 gauge stainless steel 2B post frame & stiffeners
20 gauge stainless steel Hairline Finish L/R side panel
38mmy stainless steel dwarf legs
Adjustable bullet footings

» 77 - Stainless Steel Silver Stand; 4 Holes 1 set
Dim: 457mmlL x 356mmw x 254mmH
Specification:
Using 16 gauge stainless steel Hairline Finish top plate
20 gauge stainless steel Hairline Finish body
750watts x 220volts carl rod heater
Pllot light
Thermostat confrol
épcs silver bin
Royal cord with male plug

20 gauge stainless steel Hailine Finish L/R side panel; bottom shelf:

¥
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* 78 - Tray Slide 1 set
Dim: 3745/2012mmL x 305mmWw
Specification:
Using 25mmid ss tubular fray slide

16 gauge stainless steel Hailine Finish bracket support
{Refer To "ANNEX A"}

* ALL STAINLESS STEEL ITEMS MUST BE SUS 304

*Bidders must state here eiither "Comply" ar "Not Comply" against each of the ndividual
parameiers of each Specification stating the comesponding perfformance parameter of the
the equipment offered. Statement of "Comply" or "Not Comply” must be supported by
evidence in a Bidder's Bid and crossreferrenced to that evidence. Evidence shal be in the
the form of manufacturers un-amended sales literature, unconditional statements of
specification and compliance bsued by the manufaciurer, samples, independent tesi
data etc., as approptiate. A statement that is not supporied by evidence or is
subsequently found o be contradicted by the evidence presented will render the Bid under
evaluation liable for rejection. A siatement either in the Bidders statement of
complance or the supporling evidence that is found to be fake either dudng Bid
evadluation, post-qudlification  or the execution of the Coniract may be
regarded as fraudulent and render the Bidder or Supplier liable for prosecution
subject to the provisions of 1B Clause 3.1 [a) (i) and/for GCC Cikwse 2.1 {a} (il

I hereby certify to comply with the Technical Specifications of all the items to be Bid.,

Name of Company/Bidder

Signature Over Printed Name of Representative

Date
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